
TECHNICAL SPECIFICATIONS

MODEL A DIA. B BELT 
WIDTH

WATTS  
CU

WATTS  
AL

APPROX. 
WEIGHT CU

APPROX. 
WEIGHT AL C D E F R DIA. K H L

24 IN. WIDTH BELT

1824 18 24 1025 1275 1265 981 25 54.50 9 5 2.9375 0.7500 x 0.3750 6.25 36

2424 24 24 1640 1600 2210 1650 25 57.25 10 6 3.4375 0.8750 x 0.4375 6.25 37

3024 30 24 1735 1800 3080 2410 25 60.25 11 7 3.9375 1.0000 x 0.5000 6.25 38

3624 36 24 2055 2130 4000 3100 25 63.25 12 8 4.4375 1.1250 x 0.5625 6.25 39

30 IN. WIDTH BELT

1830 18 30 1470 1550 1610 1110 31 60.25 9 5 2.9375 0.7500 X 0.3750 6.25 42

2430 24 30 1770 1830 2460 1800 31 66.25 11 7 3.9375 1.0000 x 0.5000 6.25 44

3030 30 30 2210 2320 3580 2740 31 69.25 12 8 4.4375 1.1250 x 0.5625 6.25 45

3630 36 30 2700 2580 4390 3300 31 69.25 12 8 4.4375 1.1250 x 0.5625 6.25 45

36 IN. WIDTH BELT

1836 18 36 1675 1765 1890 1290 37 69.25 10 6 3.4375 0.8750 x 0.4375 6.25 49

2436 24 36 2215 2270 2830 2000 37 72.25 11 7 3.9375 1.0000 x 0.5000 6.25 50

3036 30 36 2390 2430 4370 3150 37 75.25 12 8 4.4375 1.1250 x 0.5625 6.25 51

3636 36 36 3200 3520 4900 3790 37 79.50 13 9 4.9375 1.2500 x 0.6250 6.25 52

42 IN. WIDTH BELT

3642 36 42 3610 4030 6430 4305 43 85.50 13 9 4.9375 1.2500 x 0.6250 6.25 58

48 IN. WIDTH BELT

2448 24 48 3435 3470 4180 2800 49 87.25 12 8 4.4375 1.1250 x 0.5625 6.25 63

3048 30 48 3775 3700 5935 4025 49 91.50 13 9 4.9375 1.2500 x 0.6250 6.25 64

3648 36 48 4660 4630 7480 5085 49 95.25 15 10 5.4375 1.3750 x 0.6875 6.25 66
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